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Models may vary from the image shown 

Uncompromising quality, attractive 

illumination 

The CHERRY MX BOARD 6.0 RGB combines simple, elegant 

design, uncompromising quality and the absolute precision 

of the CHERRY MX RGB switches with spectacular 

illumination options. Full n-key rollover and anti-ghosting 

make it a winner both for office use and gaming. 

Key benefits 

• Impressive RGB illumination in more than 16 million 

colors, with numerous integrated color routines, which 

can also be adapted using the CHERRY Utility software 

• Uncompromisingly fast, with high-speed key recognition 

• Create and save your own light effects using software in 8 

MB on-board memory 

• CHERRY MX technology – Gold Crosspoint precision 

switch for all keys »Made in Germany« 

• Full n-key rollover – all keys are read simultaneously 

• Anti-ghosting – no input errors 

• WIN key lockout for gaming 

• Scratchproof, powder-coated aluminum upper housing 

• Rubber palm rest with magnetic connector (quick-snap) 

• 200 cm cable with textile covering 

Technical Data 

Layout (country or language) 

Product dependant, see table "Models" 

Housing colour 

Black Aluminium  

Key colour 

Black 

Weight (product) 

Keyboard: approx. 1220 g 

Palm rest: approx. 275 g 

Total weight (with packaging) 

approx. 2150 g 

Cable Length 

approx. 200 cm 

Storage Temperature 

-20 °C … 60 °C 

Operating Temperature 

0 °C … 50 °C 

Current Consumption 

max. 500 mA 

Interface 

USB 

Product approvals 

• UL 

• CE 

• FCC 

• BSMI 

• KCC 

System requirements 

USB Connection 

Delivery Volume 

• CHERRY MX BOARD 6.0 RGB 

• Palm rest  

• Printed manual 

Dimension 

Keyboard: approx. 454 x 147 x 28,4 mm 

Palmrest: approx. 42 x 18 x 8 mm 

Packaging: approx. 482 x 237 x 70 mm  
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Keyboard 

• Key technology: CHERRY MX 

• MX technology: Product dependant, see table "Models " 

• Service life, standard key: > 50 million key operations 

• Inscription technology: lasered 

• Number of Keys: Product dependant, see table "Models" 

• Number of additional keys: 4 

Palm rest 

Rubber palm rest with  

magnetic connector (quick-snap) 

Packaging unit 

Number of products in the master package: 6 

Warranty 

2 years 

 
Errors, technical changes and delivery possibilities excepted. Technical 

information refers only to the specifications of the products. Features may 

differ from the information provided. 
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Models 

(possible country/layout versions, others available on request) 

 

 Product name Product number EAN-Code Layout (country  

or language) 

Operation  

characteristics ¹ 

Number of Keys 

1 CHERRY MX BOARD 6.0 RGB G80-3931LSAEU-2 4025112088728 US-International with € 

symbol (China Market) 

BLUE SWITCH  

Klick-Druckpunkt (60cN) 

105 + 4 

2 CHERRY MX BOARD 6.0 RGB G80-3931LXAEU-2 4025112088742 US-International with € 

symbol (China Market) 

BROWN SWITCH  

Pressure point (55cN) 

105 + 4 

3 CHERRY MX BOARD 6.0 RGB G80-3931LYAEU-2 4025112088735 US-International with € 

symbol (China Market) 

RED SWITCH  

Linear (45 cN) 

105 + 4 

4 CHERRY MX BOARD 6.0 RGB G80-3931LSAKR-2 4025112089428 Korea BLUE SWITCH 

Klick-Druckpunkt (60cN) 

105 + 4 

5 CHERRY MX BOARD 6.0 RGB G80-3931LXAKR-2 4025112089442 Korea BROWN SWITCH 

Druckpunkt (55cN) 

105 + 4 

6 CHERRY MX BOARD 6.0 RGB G80-3931LYAKR-2 4025112089435 Korea RED SWITCH 

Linear (45 cN) 

105 + 4 

 


